
Anti Hijack
Anti Hijack button has to be pressed every time the vehicle is started to 
cancel Anti Hijack. If door is opened or button was not pressed when 
the vehicle was started the LED will flash twice to indicate Anti Hijack 
sequence will start in 1 minute. After 1 minute a audible warning will 
be given to indicate Anti Hijack has started. Flashing indicators for 20 
seconds will follow. Then flashing indicators , siren and temporally 
ignition cut will follow for another 30 seconds before the vehicles 
ignition will be cut. To clear Anti Hijack, press hijack button for 2 
second. If the Anti Hijack sequence is canceled the LED will flash 6 
times.

INDEMNITY
Foxguard Electronics PTY ( LTD ). indemnifies itself against any claims or 
damages arising directly or indirectly from the use of any of its immobilize 
devices and/or failure due to design, manufacture, quality, components, 
recommended  installation techniques and/or any consequential claims by  
third party, accident, fire, theft, insurance or vehicle manufacturers 
guarantees or for any reason whatsoever that may arise from the use or 
installation of its products.
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2 x +12 VOLTS
Positive Battery Supply

2 x GROUND
Chassis of Vehicle

IGNITION
+12v Switched Ignition

2 x Indicator
+12V Indicator Outputs

DOORS
Door Inputs [ Negative ]

SIREN
Siren / Hooter Output [ Negative ]
Note !!  S 5A Max continuous current upply Only

+12 VOLTS
Red Wire
+12 VOLTS
Red Wire

SIREN
Black Wire
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CIRCUIT RELAY
Circuit Relay Output [ Negative ]
Note !!  S 5A Max continuous current upply Only


